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25%5 YEAR RE-REVIEW

ATTACHMENT E
RECOMMENDATIONS

1. The basic Revere unit meets the standard as requested by OIR in its spec—
ifications, It can be improved in Prototype II by using miniature tubes
in both smplifiers, This will cut down on weight, primarily,

2. In using two independent recording and playback heads, spaced separately,
an undesirable hum level was produced which interfered with listening
quallty, This can be avolded by removing the present standard head on
the machine and substituting a cluster of both heads in a compact unit.
EB/ASD has investigated the manufacture of cluster heads and has been ﬁ
successful in finding such a manufacturer. B

3. Prototype II should have a Universal motor which would make it adaptable
for use in any part of the world, EB/ASD has perfected this motor and
can meet the demand of OIR for installing the motor on any future models,

4o Though LSD has recommended that ultra~-high frequency sound be used to
move the film strip from freme to frame, I feel it more practical for
field use to use the metallic strips. By the use of ultra-high frequency
sound, a discriminator has to be employed in the unit to pick up this
sound, The voice as well as outside noises are capeble of producing ultra-
high frequency sound. If such a sound is picked up by the diseriminator
in operation, it will activate the film strip and disrupt the synchron-
ization of the volce on the tape and the film strip being projected,
The metallic strip, though perhaps more time consuming in making the
master, is still a more positive approach with less likelihood of failure,

For headquarters use, in the language shop, & high-frequency sound machine
would be of value but for field use I feel the metallic strips would prove
more desirable,

5. Not many manufacturers are producing a film strip projector which incor-
porates all of our needs, It would be preferable to have a blower on i
the slide projector so that any frame on the film strip could, if neces-
sary, be shown for a longer period of time., The extra weight and size
would be negligible. Several companies are planning the development
of such a machine and as soon as such is available we will incorporate
it into the unit.
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7. The above are recommendations which will make the machine adaptable to
most needs. They do not include specific recommendations from other
offices within the Agency which may require certain adaptations peculiar
to their own needs or areas. VA,
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